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General Function 

Software Reset 

Storage Conditions 

Startup and Operating 

Conditions 

Power Supply 

Power Consumption and 

Current 

Power Interface 

Material 

Screw Material 

Camera Dimension 

Package Dimension 

Camera Weight 

With Package Weight 

Approval 

Class 

EMC 

Safety 

Environment 

Protection 

HIKVISION
9

Anti-flicker, heartbeat, mirror, privacy masks, flash log, password reset via e-mail, pixel 

counter 

Yes 

-30 't to 60 't ( -22 'F to 140 'F). Humidity 95% or less (non -condensing)

-30 't to 60 't ( -22 'F to 140 'F). Humidity 95% or less (non -condensing)

12 VDC ± 25%, PoE: 802.3af, class 3 

12 VDC, 0.55 A, max. 6.6 W 

PoE: (802.3af, 36 V to 57 V), 0.22 A to 0.13 A, max. 7.6 W 

0 5.5 mm coaxial power plug 

Aluminum alloy body, except for trim ring 

SUS304 

(2) 138.3 x 125.2 mm (0 5.4" x 4.9") 

170 x 170 x 150 mm (7" x 7" x 5.9") 

Approx. 820 g (1.8 lb.) 

Approx. 1137 g (2.5 lb.) 

Class B 

FCC SDoC (47 CFR Part 15, Subpart B); 

CE-EMC (EN 55032: 2015, EN 61000-3-2: 2014, EN 61000-3-3: 2013, EN 50130-4: 2011 

+Al: 2014);

RCM (AS/NZS CISPR 32: 2015); 

IC VoC (ICES-003: Issue 6, 2016); 

KC (KN 32: 2015, KN 35: 2015) 

UL (UL 60950-1); 

CB (IEC 60950-1:2005 + Am 1:2009 + Am 2:2013, IEC 62368-1:2014); 

CE-LVD (EN 60950-1:2005 + Am 1:2009 + Am 2:2013, IEC 62368-1:2014); 

BIS (IS 13252(Part 1):2010+A1:2013+A2:2015); 

LOA (IEC/EN 60950-1) 

CE-RoHS (2011/65/EU); WEEE (2012/19/EU); Reach (Regulation (EC) No 1907/2006) 

Ingress protection: IP67 (IEC 60529-2013) 

■ Available Model

DS-2CD2347G2-LU/Black (2.8 mm, 4 mm, 6 mm) 

■ Dimension

0 138.3(5.4") 

Unit: mm(inch) 
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